
Frame assembly
Force Gauge 40 to 140 pounds

Guide Tube Locking Assembly – Automatic hold in up position

Dimensions 19 inches x 6 inches x 23 1/4 inches

Weight 16 pounds

Pipe shell – 4 inch IPS
Liners Available 1 1/4 inch IPS through 4 inch IPS

Dimensions 10 1/4 inches x 7 3/4 inches x 7 1/2 inches

Weight 11.1 pounds

Pipe shell – 2 inch IPS
Liners Available 1 1/4 inch IPS through 2 inch IPS

Dimensions 10 1/4 inches x 7 3/4 inches x 6 3/4 inches

Weight 8 pounds
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•Specifications are subject to change without notice.

With its lightweight, simple and compact design, the SA140

sidewall fusion machine is a great choice for quick and

accurate joining of tee or service saddle outlets. Easy to learn

and operate, the SA140 will deliver you low maintenance costs

and a rapid return on your investment.

Lightweight compact design.

Adapts to chain shell or rounding shell.

Adapts to most standard heater faces.

New Pivoting Release Fitting Holder allows the use of liners to

accommodate most fittings.

An adjustable heater alignment guide.

Allows for quick training and faster, easier operation than

hydraulic units.

Rugged design with no “bells and whistles” means less

maintenance expense.

Superior tools at an extraordinary price.

Limited three-year warranty.


